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Wood Finishes - Group M

 

Dark Oak

Photographic wood scans are not colour accurate. Always request actual wood samples before ordering.
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Cobalt

AD004

Nightshade

AD011

 

   

   

Purple

AD118

Graphite

AD066

Clipper

AD126

Beetroot

AD116

Charcoal

AD028

Black

AD055

Technical information
Composition  
100% Flame Retardant Polypropylene

Width  
140 cm minimum

Weight  
230 g/m2 ±5% (320 g/lin.m±5%)

Abrasion Resistance*  
Heavy duty / 10 year guarantee 
�,�Q�G�H�S�H�Q�G�H�Q�W�O�\���F�H�U�W�L�À�H�G���W�R���•��������������
Martindale cycles

Flammability  
�%�6���(�1�����������������������F�L�J�D�U�H�W�W�H�� 
�%�6���(�1�����������������������P�D�W�F�K�� 
�%�6�������������/�R�Z���+�D�]�D�U�G 
�'�,�1�������������%���� 
�g�1�2�5�0���%�������������	���$���������������������N�J���P3  
CMHR Foam) 
�8�1�,�������������&�O�D�V�V�H�������,�0 
�(�1�������������������$�G�K�H�U�H�G���&�O�D�V�V���%�����V�������G���� 
�(�1�������������������8�Q���D�G�K�H�U�H�G���&�O�D�V�V���%�����V�������G�� 
Note: Flammability performance is 
dependent on components used. This 
range has been tested using 34-38 kg/m3 
CMHR foam unless otherwise stated.

Light Fastness  
�������,�6�2���������������%������

Fastness to Rubbing  
�:�H�W�����������'�U�\�����������,�6�2���������������;������

Cleaning  
Vacuum regularly. Wipe clean with a 
damp cloth or shampoo using proprietary 
upholstery shampoo.

��0�D�U�W�L�Q�G�D�O�H���D�E�U�D�V�L�R�Q���W�H�V�W�L�Q�J���D�O�R�Q�H���L�V���Q�R�W��
�D�Q���D�S�S�U�R�S�U�L�D�W�H���L�Q�G�L�F�D�W�R�U���I�R�U���W�K�H���G�X�U�D�E�L�O�L�W�\���R�I��
�W�K�L�V���S�U�R�G�X�F�W�����7�K�H���K�H�D�W���J�H�Q�H�U�D�W�H�G���E�\���W�K�L�V���W�H�V�W��
far exceeds normal practice and affects the 
�F�R�Q�V�W�L�W�X�H�Q�W���À�E�U�H�����7�K�H���U�R�E�X�V�W���S�H�U�I�R�U�P�D�Q�F�H���R�I���W�K�L�V��
product is proven in use with a 10 year guarantee 
�R�I���G�X�U�D�E�L�O�L�W�\���� 
 
Please note that seam performance is dependent 
on seam construction and needle and thread type. 
We recommend that appropriate sewing advice 
�E�H���W�D�N�H�Q���� 
 
�%�D�W�F�K���W�R���E�D�W�F�K���Y�D�U�L�D�W�L�R�Q�V���L�Q���V�K�D�G�H���P�D�\���R�F�F�X�U��
within commercial tolerances. We reserve the right 
�W�R���D�O�W�H�U���W�H�F�K�Q�L�F�D�O���V�S�H�F�L�À�F�D�W�L�R�Q�V���Z�L�W�K�R�X�W���Q�R�W�L�F�H�����7�K�H��
Unregistered Design Rights and the Copyright in 
all designs are the exclusive property of Camira 
�)�D�E�U�L�F�V���/�L�P�L�W�H�G��
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Photographic fabric scans are not colour accurate. Always request actual fabric samples before ordering. 
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